
Key Features  
·  5 Parallel optical acquisition channels 
·  5 CMOS Sensors 
·  150 Frames/second 
·  210 Mbytes/second of data 
·  Individual Sensor control 
·  Parallel Sensor Synchronization 
·  Global and Rolling shutter 
·  Separate Integration time per image 

sensor 
·  5 x 32-Bit processors optional 
·  5 x Multi-Pixel CoProcessors optional 
·  Enhanced NIR efficiency 
·  Several Interfaces  

o Optical fiber 
o Cameralink 
o GigE 

 
Programmable Options 

·  Per Sensor 
o Programmable gain 
o Programmable integration time  
o 8 or 10 bit output 
o Different Lookup tables 
o User definable Lookup tables 
o Region of Interest 
o Test pattern generation 

·  Full register map 
·  General IO programmability 
·  Onboard processing capability 
 

Applications 
·  Medical 
·  Agriculture 
·  Multispectral 
·  Military 
·  Spectroscopy 

Worlds first 5 Channel Multi-
spectral parallel Imager 
enables you to develop the 
most demanding high speed 
multi-spectral applications.  

The condor-1000 MS-5 is the most advanced high 
tech multi-spectral imaging system available worldwide 
in the market today. State of the art optic solutions 
combined with the latest in CMOS technology and the 
latest electronic developments are used in developing 
this camera system. With a spatial resolution of 
1280x1024 at 10 bits per pixel and 5 image sensor this 
system generates over 150 frames per second in 
parallel. Processing this data online is an enormous 
task. On board processing is available to allow signal 
processing per optical channel to process images on 
the fly. Several interfaces are available, for full data 
transfer an optical-fiber or camera link interface is 
available, for reduced load and framerate a GigE 
interface is available. 

Specification  
 
Resolution    1280x1024 
Data rate    >210 Mbytes/sec 
Maximum system frame rate 150 Frames/sec 
Maximum sensor frame rate 30 Frames/sec 
Data bits    8 or 10 bits/pixel 
Output    CameraLink 
     Optical Fibre 
     GigE (reduced rate) 
     Double GigE  

(full rate) 
Operating temp   0 .. 40 degrees 
Power supply   12..24 Volts 
Power Dissipation   t.b.d. 
Mass     t.b.d. 
Size     t.b.d. 
Lens mount Nikon, F-Mount, 

others available 
upon request 

Control    Serial port via 
     Interface 
Power     Hirose HR10 12Pin  

Condor-1000 
MS-5 (5 sensor area scan)  
 



 

The Condor-1000 MS-5 is the worlds 
first 5 channel multi spectral imaging 
developed with the Architector Camera 
platform. This highly scalable hardware 
and software platform allows for easy 
development and integration in user 
applications and for massive 
processing power. 
 

Mechanics image t.b.d.  
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The condor multi-spectral imager 
is available with in different 
spectral response curves. Shown 
is a standard spectral response 
curve for medical applications with 
3 standard RGB spectral regions 
and 1 IR region surrounding 810 
nm and one spectral region 
surrounding 910 nm. 
 
Different spectral regions can be 
produced upon request in small 
quantities of camera’s. 
 
Please keep checking the website 
for different versions as the 
website will be updated with new 
specifications when available as 
standard product. 


